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Model Name CPS SCH275KTL-DO/EU CPS SCH275KTL-DO/EU2

DC Input

Max. DC Voltage 1500Vdc

MPPT Voltage Range (Full Load) 860-1300Vdc

Start Voltage/Power 600Vdc / 300W

Rated DC Voltage 1190Vdc

Number of MPPT 12 6

Number of DC Connection Sets per MPPT 2 3

Max. DC Current 12 * 30A 6 * 60A

Max. Current for input connector 30A

DC Disconnection Type Integrated Switch

AC Output

Rated AC Power 275kW

Max. AC Power 275kVA

Rated AC Voltage 800V

Rated AC Voltage Range 680 - 880V

Grid Connection Type

Max. AC Current 198.5A

Grid Frequency 50/60Hz

Grid Frequency Range 45-55/55-65Hz

±0.8 (adjustablE)

Current THD < 3%

AC Disconnection Type -

System Data

Topology Transformerless

99.00%

98.50%

Consumption at Standby/Night <30W / <6W

Environment Data

Ingress Protection IP66

Cooling Method Cooling Fans

Operating Temperature -30°C - +60°C

Ambient Humidity 0 - 100%

Altitude 4000m

Display and Communication

Display LED+APP(Bluetooth+Wi-Fi)

Communication RS485 (Standard) / PLC (Optional)

Mechanical Data

Dimensions (W*H*D) 1100 * 680 * 337mm

Weight 105kg

Safety

EN 61000-6,EN/IEC 62109,IEC 61727,IEC 62116,IEC 60068,IEC 61683


