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ZHEJIANG CHINT ELECTRICS CO.,LTD.

CB-125CX 4P 100A  

Specification of CB-125CX 4P 100A Moulded-Case Circuit-Breaker

/ Product name 
/ Moulded-Case 

Circuit-Breaker 

/ Product model CB-125CX

/ Date 2023.08.10

/ Version V1.0
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/ Revision record 

/

Version

/

Specification 

Requirement

/Original 

Specifications

/New 

Specifications 

/

Change Reason

/

Requested 

by

/

Change 

Date

V1.0 / /
/ First 

Release
/Qing Ai 2023.08.10
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CB-125CX 4P 100A

Specification of CB-125CX 4P 100A Moulded-Case Circuit-Breaker

1 / Name

/ Moulded-case circuit-breaker 

2 / Model 

C B - 125 CX     4P    100A

1 2 3 4 5     6

/

Serial number
/ Logo / Meaning

1 C / Special for communications market

2 B /Circuit breaker

3 125 / Frame size rated current

4 CX / Plug-in

5 4P /Poles: 4P

6 100A /Rated current: 100A

3 / Standards: GB/T 14048.2,IEC 60947-2 

4 / Certificate Type: CCC,TUV,CE 

5 / Technical Parameters 

5.1 / Electrical characteristics 

a) / Rated operational voltage Ue: AC400V/415V

b) / Rated current In:100A

c) / Rated service short-circuit breaking capacity Ics:6kA 

d) / Rated ultimate short-circuit breaking capacity Icu:6kA 

e) / Rated instantaneous short-circuit current setting: Ii =8In

f) / Power-frequency withstand voltage:2500V

g) / Rated impulse withstand voltage Uimp:4kV 
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5.2 / Mechanical and electrical endurance 

a) / Mechanical endurance:6000 / times

b) / Electrical endurance:4000 / times 

5.3 / Tripping curve 

5.4 /Current correction value used at different ambient 

temperature 

n / 

Rated current

(A)

/Current correction value under different ambient temperature 

-40 -30 -20 -10 0 10 20 30 40 50 60 70

100 1.36 1.32 1.28 1.24 1.2 1.16 1.12 1.06 1 0.95 0.95 0.90

6 / Working environment 

a) / Altitude: 2000m

b) / Ambient temperature:-40 +70

c) / Relative air humidity: 95%

d) / Pollution level:3 / Level 3

e) / Place without significant vibration and impact 
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7 / Overall dimensions

8 / Product introduction 

8.1 / Basic information 

a) — / Equipped with overload and short-circuit protection 

devices – complete protection functions

b) — / Plug-in mounting — Convenient and easy installation

c) RoHS / Comply with RoHS requirements

d) / Transportation and storage

1) / The product shall be kept away from rain during 

transportation and storage

2) +85 -40

/ The Product should be stored in an 

environment protected from rain and snow, in ventilation, air temperature of no more than 

+85 and no less than -40 , and without acid, alkaline or other corrosive gases in the 

surrounding air 

e) /Installation and disassembly instructions

8.1 / Wiring capacity:(10 35)mm
2

/ Copper conductor , / Torque 2.0Nm.

2mm /The tail power interface is adapted to 2mm thick busbar.

 

/ Remark / The inner and outer packaging of the product shall be 

subject to the actual received.. 


