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/\ Safety Warning

Only professional technicians are allowed for installation and maintenance.

Installation in any damp, condensed-phase environment with inflammable
and explosive gas is forbidden.

When the product is being installed or maintained, the power must be
switched off.

You are prohibited from touching the conductive part when the product is
operating



HH15QA, QP Series Switch Disconnector CHNT

B Use Purpose
Used as power switch, isolating switch and emergency switch of infrequent manual operation, HH15QA,

QP series switch disconnector is generally installed in the drawer switch cabinet.

B Key Technical Parameters

Table 1 Key Technical Parameters

Ambient Conditions

Ambient temperature (°C) -35°C~+70°C
Atmospheric conditions +40°C, RH 50%; +20°C, up to 90%;
Altitude No impact below 2000m
Pollution class/Installation category Class 3
HH15/QAS, QA Series
Specifications 125 | 160 | 200 | 400 | 630 | 1000
Principal pole number 3
Rated insulation voltage \/ 1000
Rated operating voltage V 415/690
Rated enclosed thermal current A 125 160 200 400 630 1000
Rated operating current A 415V 125 160 200 400 630 1000
690V 125 160 200 400 630 800
Rated short time withstand current KA/1S 5 126 32
Rated short-time making capacity kA 765 252 67.2
Use Class AC-22B AC-22B AC-21B
Auxiliary contact 380V, AC-15; 220V, DC-13A 4 6
HH15/QPS, QP Series
Specifications 250 | 400 | 630 | 1000 | 1250 [ 1600 | 2500 | 3150
Principal pole number 3
Rated insulation voltage V 1000
Rated operating voltage 415/690
Rated enclosed thermal current A 250 | 400 | 630 | 1000 | 1250 | 1600 | 2500 | 3150
Rated operating current A 415V 250 | 400 | 630 | 1000 | 1250 | 1600 | 2500 | 3150
690V 250 | 400 | 630 | 800 | 1250 | 1470 | 2500 | 2500
Rated short time withstand current KA/1S 5 12.6 32 50 80
Rated short-time making capacity kA 7.65 25.2 67.2 105 176
Use Class AC-22B AC-21B
Auxiliary contact 380V, AC-15; 220V, DC-13A 4 6
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HH15QA, QP Series Switch Disconnector GHNT

B outline and installation size
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Figure 1 HH15-125, 160, 200/QA
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HH15QA, QP Series Switch Disconnector GHNT
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HH15QA, QP Series Switch Disconnector CHNT

Front operation
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Figure 4 HH15-1250, 1600/QA
Table 2 Size table Unit: mm
Switch specification A B c D H E 1 F G M P
HH15-125/QA 155 116 133 90 69 135 41 101 | 215 6 15
HH15-160/QA 155 127 133 90 65 135 45 107 | 225 10 25
HH15-200/QA 155 127 133 90 65 135 45 107 | 225 10 25
HH15-400(250)/QA 240 160 142 130 106 100 65 135 27 10 25
HH15-630/QA 240 200 142 130 106 100 65 160 27 12 40
HH15-1000/QA 345 350 188 208 87 315 87 230 82 12 50
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HH15QA, QP Series Switch Disconnector GHNT
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Figure 6 HH15-400, 630, 1000/QP
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Note: The dimension of dotted line terminal crimping machine 130 is only for phase B of 3150A, and the
copper bar of three-phase terminal of 2500A belongs to horizontal position.

Figure 8 HH15-2500, 3150/QP

Table 3 Size table Unit: mm
Switch specification | A B [d D E F G H 1 M o P
HH15-250/QP 155 | 143 [ 133 | 90 [ 135 | 118 | 225 [ 65 | 45 | 10 - 25
HH15-400, 630/QP 240 | 170 | 142 | 130 | 100 | 140 | 27 | 106 | 65 | 10 - 25
HH15-1000/QP 240 | 218 | 142 | 130 | 100 | 178 | 27 | 106 | 80 | 12 - 40
HH15-1250/QP 345 | 350 | 188 | 208 | 315 | 230 | 82 | 87 | 87 | 12 - 40
HH15-1600/QP 345 | 350 | 188 | 208 | 315 | 230 | 82 | 87 | 87 | 12 - 50
HH15-2500/QP 395 | 440 | 342 | 152 | 372 | 390 | 115 | 97 | 97 | 12 | 40 | 8
HH15-3150/QP 395 | 470 | 342 [ 152 | 372 | 420 | 115 | 97 | 97 | 12 | 50 | 100
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Figure 9 HH15/QAS, QPS
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HD, HS Series Knife Switches CHNT

Table 4 Size table Unit: mm

Model A B < D E F G L M
HH15-63/QSS 430 170 386 120 14 25 10 300 140
HH15-125/QSS 430 170 386 120 14 25 10 300 140
HH15-125/QAS 430 170 386 120 14 25 10 300 140
HH15-160/QAS 430 170 386 120 14 25 10 300 140
HH15-200/QAS 430 170 386 120 14 25 10 300 140
HH15-250/QPS 430 170 386 120 14 25 10 300 140
HH15-160/QSS 630 190 590 120 25 25 12 300 200
HH15-250/QSS 630 190 590 120 25 25 12 300 200
HH15-400/QSS 630 190 590 120 25 25 12 300 200
HH15-400/QAS 630 190 590 120 25 25 12 300 200
HH15-630/QAS 630 190 590 120 25 25 12 300 200
HH15-630/QPS 630 190 590 120 25 25 12 300 200
HH15-1000/QPS 630 190 590 120 25 25 12 300 200
HH15-630/QSS 950 250 906 180 28 28 12 400 200
HH15-1000/QAS 950 250 906 180 28 28 12 400 200
HH15P-1250/QPS 950 250 906 180 28 28 12 400 200
HH15P-1600/QPS 950 250 906 180 28 28 12 400 200
HH15P-2500/QPS 950 265 906 180 28 28 12 400 400
HH15P-3150/QPS 950 265 906 180 28 28 12 400 400
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HHI5-125-1000/QA  HH15-250~3150/QP HH15-1250, 1600/QA
Figure 10 Operating Handle Panel
Table 5 Size table Unit: mm
Switch specification A D d

HH15-125/QA, 200/QA +05
HH15-250/QP 65£0.2 42 4.5 0
HH15-400~1000/QA +2 +05
HH15-400~3150/QP 88:02 ©63 g @55

@ Installation, commission and operation

1. Pull the switch operation handle, the arrow on the handle points to “0” , and the switch is off. The arrow

points to "I" and the switch is on.

2. After commissioning, turn off the power and use the handle to turn the switch to the “0" position.
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HH15QA, QP Series Switch Disconnector GHNT

B Maintenance

1. Guard against damp, dust, vibration and sun exposure.
2. Remove dust from the surface of the enclosure at regular intervals to maintain good insulation.

3 Environmental Protection

In order to protect the environment, the product or product parts should be disposed of according to
the industrial waste treatment process, or be sent to the recycling station for assortment, dismantling and
recycling.

CHNT

QC PASS

HH15QA, QP Series
Switch Disconnector
IEC 60947-3

Test date: Please see the packing

ZHEJIANG CHINT ELECTRICS CO., LTD.
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CHNT

CHINT ELECTRICS

HH15QA, QP Series
Switch Disconnector
User Instruction

Zhejiang Chint Electrics Co., Ltd.

Add: No.1, CHINT Road, CHINT Industrial Zone,North Baixiang,
Yueqing, Zhejiang 325603,PR.China

E-mail: global-sales@chint.com

Website: http://en.chint.com
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