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ZERTIFIKAT & CERTIFICATE & &7

Product Service

CERTIFICATE

No. B 17 11 73900 028

Holder of Certificate: Zhejiang Chint Electrics Co., Ltd.

No.1, Chint Road, Chint Industrial Zone
North Baixiang

325603 Yueqing, Zhejiang Province
PEOPLE'S REPUBLIC OF CHINA

Certification Mark:

tuv-sud.com/
ps-cert

Product: Tubular fuses
Fuse and Fuse base

The product was tested on a voluntary basis and complies with the essential requirements. The
certification mark shown above can be affixed on the product. It is not permitted to alter the
certification mark in any way. In addition the certification holder must not transfer the certificate
to third parties. See also notes overleaf.

Test report no.: 704101039303-05

Valid until: 2022-11-21

Date, 2017-11-22 ( \ﬂ{)

Page 1 of 2

i

!

i
5
'i:'{-
i
b
i
'!'l

y

. s ——)}
TUV SUD Product Service GmbH - Zertifizierstelle - Ridlerstrale 65 - 80339 Miinchen - Germany TV
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ZERTIFIKAT ¢ CERTIFICATE &

CERTIFICATE

Product Service

No. B 17 11 73900 028

Model(s):

Parameters:

Tested
according to:

Production
Facility(ies):
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TOV SUD Product Service GmbH -

Fuse:

RT36-00, RT36-1, RT36-2, RT36-3, RT36-4,
NRT36-00, NRT36-1, NRT36-2, NRT36-3
Fuse-base:

RT36-00, RT36N-00; RT36-1, RT36N-1; RT36-2,
RT36N-2; RT36-3, RT36N-3; RT36-4, RT36N-4

Rated voltage: RT36-00: AC500V/AC660V/AC690V/DC250V
RT36-1, RT36-2, RT36-3:
AC500V/ACB60V/ACB90V/DC440V
NRT36-00:

AC500V/ACB90V/DC250V
NRT36-1, NRT36-2, NRT36-3:
AC500V/ACB90V/DC440V
RT36-4: AC500V, DC440V

Rated current:  NRT36-00 / RT36-00:
4A, BA, 10A, 16A, 20A, 25A, 32A, 35A,
40A, 50A, 63A, 80A, 100A, 125A, 160A
NRT36-1/RT36-1:
80A, 100A, 125A, 160A, 200A, 224A, 250A
NRT36-2 / RT36-2:
125A, 160A, 200A, 224A,
250A, 300A, 315A, 355A, 400A
NRT36-3 / RT36-3:
315A, 355A, 400A, 425A, 500A, 630A
RT36-4: 800A, 1000A, 1250A

Poles No.: 1-P

Breaking range

and utilization

category: gG
Rated breaking
capacity: RT36-00: 120kA(AC500V),

50kA(ACB60V/ACB90V), 100kA(DC250V)
RT36-1, RT36-2, RT36-3:

120kA(AC500V), 50kA(ACB60V/ACBI0V),
100kA(DC440V)

NRT36-00:

120kA(AC500V), 50kA(ACE90V), 100kA(DC250V)
NRT36-1, NRT36-2, NRT36-3:

120KA(AC500V), 50kA(ACB90V), 100kA(DC440V)
RT36-4: 120kA (AC500V), 100kA (DC440V)

EN 60269-1:2007/A2:2014
HD 60269-2:2013
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