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Applications Dimensions & Ordering Data
*SDB Series of enclosures are designed to adapt to all kinds of electrical switch m Order Reference “ DThick“E?d
. oor 8]
gears & control gear assemblies. 4

1 CE8-4020/20 15 1

«Suitable for variety of electrical installations in commercial & light industrial premises. 2 CE8-6050/20 15 1
. ) R, 3 CEB-8060/25 am ano 250 5-*+ 15 1

* Designed for indoor & outdoor applications. 4 CEB-10060/20 1000 600 200 54 15 1
5 CE8-10060/30 1000 600 300 54 15 2

& CE8-10080/30 1000 800 300 54 15 2

: e o meem i TR R
B CE8-12060/30 1200 600 300 54 15 2

A - : - 9 CE8-14080/30 1400 800 300 54 15 2
Made out of high quality sheet steel up 2mm thickness. ke e . o 200 = = ;
* Ensures maximum safety, functionality, flexibility, quick and Il CE8-16080/30 1600 800 300 54 15 2
. 12 CE8-16080/40 1600 800 400 54 15 2
simple assembly. 3 CE8-18080/30 1800 800 300 54 15 2
14 CE8-18080/40 1800 800 400 54 15 2

*Up to form 2b with separate cable compartment.

* Complies with |EC standards.

* Canopies can be fixed as optional.

*Removable Gland plate at the Bottom.

*Corner formed covers ensures better rain proof protection &
aesthetic look.

Technical Data SDB
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Rated operational voltage (Ue) 240/415 Vac o SOLIDS '5:5% o WATER “‘
MEX+ |Oad (A} EODA Dust Protected. Limited Protection against water
ingress of dust permitted, but splashing from all

Incomer Type MCB/MCCB pr il e
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Outgoings Type MCB/MCCB £ ﬂgﬁie 4 Q‘\" 7, ;
Protection degree IP54 (IP55, IP65 available on request) @‘?é #ﬁ- s %
Enclosure Material Cold rolled sheet steel A3t p ’2} \x:: “
Color Code Grey RAL 7035
Rated insulation voltage (Ui) 1000V AC
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