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YBLXW-5/11GS

YBLXW-5/11G2277

5.1 The user must specify the model, name and quantity of the switch when ordering. Eg: 100 YBLX-5/11Z Micro Switch

5.2 User note:

5.2.1 Please do not use in hot water and water vapor condition.

5.2.2 Please do not dip directly in oil or water.

5.2.3 Please install the equipment in the place that vibration does not occur, also no resonance occurs.

YBLXW-5/11G1

5. Ordering information
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1. General

Contact type

2. Type designation

YBLXW-6 Microswitch

YB  LX  W-6 /1  1   

NC NO COM

Operating mode

A pair of normally closed contact

A pair of normally opened contact

Design sequence No.

Inching

Travel switch

Improved product

YBLXW-6 series microswitches apply to the control circuit, whose 

alternating current are 50Hz/60Hz,AC-15 380V,Ie0.79A;DC-13 

220V,Ie0.14A.They are widely applied to the travel control, 

spacing protection and change the use of circuit component of 

all kinds of machinery equipments, which are machinery,

spinning,light industry,electronic instrument and so on. The 

normal operation of products are on altitude, which is not

exceeding 2000m,environment temperature is -5℃~+40℃;

humidity is 85%(20℃);operation frequency is 20 times every

minute, level of protection is IP52.

Up to standard:GB/T 14048.5,IEC 60947-5-1,acquired CCC 

national compulsory product certification.

3. Technical data 

IP52

AC-15 380V ;  DC-13 220V 

AC-15 0.79A ;  DC-13 0.14A

20 t/min

0.1mm/s~0.5mm/s

~-5℃ +40℃

≤85%(20℃)

≤2000m

Machine tool, mechanical automatic control, constrained motion, transmission mechanism movement or process contro

GB/T 14048.5，IEC 60947-5-1

Level of protection

Nominal voltage

Nominal current

Operation frequency

Operating speed

Environment temperature

Related humidity

Altitude

Scope of application

Up to standard

class3

415V

2.5KV

Ⅱ Installation category

 Pollution degree

 Insulation voltage Ui

 Rated impulse withstand voltage Uimp

2x5.4x4.2

2x5.4x4.2
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4. Overall and mounting dimensions 

≤8N

≤8N

≤8N

≤8N

≤5N

≤6N

≤5N

≤6N

≤6N

≤5N

≤8N

≤8N

≤2N

≤2N

≤2N

Movement 

(OF)max

≥1.2mm

≥1.2mm

≥1.2mm

≥1mm

≥4mm

≥2mm

≥4mm

≥2mm

≥4mm

≥2mm

≥1.2mm

≥1.2mm

-

-

-

Overtravel

(OT)min

YBLXW-6/11BZ

YBLXW-6/11CA

YBLXW-6/11DA

YBLXW-6/11DA2

YBLXW-6/11CG

YBLXW-6/11DG

YBLXW-6/11CL

YBLXW-6/11DL

YBLXW-6/11CDL

YBLXW-6/11DDL

YBLXW-6/11HL

YBLXW-6/11ZL

YBLXW-6/11W1

YBLXW-6/11W2

YBLXW-6/11W3

Movement route

(PT)max

≤3.5mm

≤3.5mm

≤3.5mm

≤3.5mm

≤12mm

≤10mm

≤12mm

≤10mm

≤12mm

≤10mm

≤3.5mm

≤3.5mm

≤30°

≤30°

≤30°

Performance 
characteristic

Model

75max
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2XΦ4
YBLXW-6/11ZL

11

Ue AC 380V

Ie 0.79A

DC 220V

0.14A
GB 14048.5 Ith:10A
IEC 60947-5-1

12

13

CCC S

A000379
微动开关

CHINTR

YBLXW-6/11ZL

Type(recommend to adopt)

YBLXW-6/11BZ

YBLXW-6/11CA

YBLXW-6/11DA

YBLXW-6/11DA2

YBLXW-6/11CG

YBLXW-6/11DG

YBLXW-6/11CL

YBLXW-6/11DL

YBLXW-6/11CDL

YBLXW-6/11DDL

YBLXW-6/11HL

YBLXW-6/11ZL

YBLXW-6/11W1

YBLXW-6/11W2

YBLXW-6/11W3

Operating mode

Panel mounting plunger type

Long press-button type

Short press-button Ⅰtype

Short press-button Ⅱ type

Long triangle type

Short triangle type

Long spar roller type

Short spar roller type

Long spar one-way roller type

Short spar one-way roller type

Lateral roller type

Straight roller type

Universal Ⅰ type

Universal Ⅱ type

Universal Ⅲ type

Type of replacement(discontinue)

-AZ/7310

-AZ/7110

-AZ/7100

-AZ/7120

-AZ/7140

-AZ/7121

-AZ/7141

-AZ/7124

-AZ/7144

-AZ/7312

-AZ/7311

-AZ/7161

-AZ/7166

-AZ/7169

-TZ/7310

-TZ/7110

-TZ/7100

-TZ/7120

-TZ/7140

-TZ/7121

-TZ/7141

-TZ/7124

-TZ/7144

-TZ/7312

-TZ/7311

-TZ/7161

-TZ/7166

-TZ/7169

-MN/5310

-MN/5110

-MN/5100

-MN/5120

-MN/5140

-MN/5121

-MN/5141

-MN/5124

-MN/5144

-MN/5312

-MN/5311

-MN/5161

-MN/5166

-MN/5169

-ZL/15G03

-ZL/15G01

-ZL/15G060

-ZL/15G06

-ZL/15G07

-ZL/15G09

-ZL/15G070

-ZL/15G031

-ZL/15G030

-D4MC/5000

-D4MC/1000

-D4MC/1020

-D4MC/2000

-D4MC/2020

-D4MC/3030

-D4MC/5040

-D4MC/5020
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4. Overall and mounting dimensions 
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Type(recommend to adopt)
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Operating mode

Panel mounting plunger type

Long press-button type

Short press-button Ⅰtype

Short press-button Ⅱ type

Long triangle type

Short triangle type

Long spar roller type

Short spar roller type

Long spar one-way roller type

Short spar one-way roller type

Lateral roller type

Straight roller type

Universal Ⅰ type

Universal Ⅱ type

Universal Ⅲ type

Type of replacement(discontinue)

-AZ/7310

-AZ/7110

-AZ/7100
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-D4MC/2020

-D4MC/3030
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5. Order information
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5.1 When ordering, the user shall specify the switch type, name and quantity.

      For example: YBLXW-6/11DA. 100 Microswitch;

5.2 User note:

5.2.1 Please do not use it in hot water and water vapor condition.

5.2.2 Please do not use it directly in oil and water

5.2.3 Please install the equipment in the place that vibration does not occur, also no resonance occurs.

1. General 

JD

Electromagnetic Speed-adjustable 

Motor Control Device

JD series electromagnetic speed-adjustable 

motor controller is the national union (unified) design 

product of the former Ministry of Machinery Industry used 

to control speed governing of the electromagnetic 

speed-adjustable motor (slip motor) to achieve constant 

torque stepless speed control. The controller applies only 

to slip motor instead of ordinary motor.

JD -

2. Type designation

maximum power of controlled 

motor(W)

A: manual ordinary type

B:manual precise type  

design number(1-pointer type 2

-figure type

capacity reference to table 3 

the controller of electromagnetic

speed-adjustable motor 

3. Operating conditions

Plug number

1

2

3

4

5

6

7

Connect corresponding name

midcourt line~220V 

phase line~220V

Clutch excitation winding F1

Clutch excitation winding F2

Output end of tachogeneratorU

Output end of tachogeneratorV

Output end of tachogeneratorW

midcourt line~220V 

phase line~220V

Clutch excitation 

winding F1,F2

2 1

5 4 3

7 6

Note:F1,F2 are to select and use (recommend) 1mm2 copper 

conductor with 0.55kW~40kW and 1.5mm2 copper conductor 

with 45kw-90kw;U,V,W conductors are select and use 

(recommend) 0.75mm2 or 1mm2 copper conductor.

Output end of 

tachogenerator

U,V,W

Speed under 5% load -  Speed under 100% load 

Rated speed

Rotation speed 

variation rate
= ×100%

3.1 Scope of speed adjustment 

Power supply:~220V(±10%)，50Hz or 60Hz,

100r/min~1300r/min

3.2 Rotation speed variation rate 

(mechanical properties-hardness)

3.3 Steady speed accuracy≤1%

3.4 Maximum output:DC90V,8A

3.5 Controlling motor power:0.55kW~90kW

3.6 voltage speed ratio in three-phase midfrequency  of 

tachogenerator≥2V/100r/min




