Composite Insulator Series

L

Polymeric Post Insulator

1 General

11

Ratings: up to 252kV.

1.2 Application: for lines supporting, suspending and insulation of power transmission & distribution

system.

1.3 Standard: IEC 62217: 2005, IEC 62231: 2006, ANSI, etc.

2 Type Designation
FZsSw-01/0]

Specified mechanical load (kN)
Rated voltage (kV)

3 Working Condition

3.1 Ambient air temperature: -50°C~+50C
3.2 Altitude: <3000m

3.3

Frequency: <100Hz

4 Main Technical Parameter

Rated Specified

Model voltage  mechanical
(KV) load (kN)

FZSW-12/6 12 6
FZSW-24/8 24 8
FZSW-40.5/6 405 6
FZSW-725/10 72,5 10
FZSW-126/8 126 8
FZSW-245/4 252 4

Composite post insulator

. . Minimum
Spacing  Arcing
X creepage
H distance .
() (>mm) distance
(=mm)
215 210 450
305 265 780
445 435 1015
770 675 1820
1220 1125 3150
2300 2200 6300

5 Overall and Installation Dimension
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Lightening  wet power

impulse frequency
withstand  withstand
voltage voltage
(=kVp) (=kVims.)
100 45

130 60

190 90

350 150

500 230

1050 450
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