CHNT

Fuses, Travel Switches, Universal Change-over Switches Connection Terminals

Connection Terminals

JF5 Connection Terminal

1. General

1.1 Electric ratings: AC50/60Hz, 660V, DC440V;

1.2 Specification of connected conductor: cross section area
of 0.5~25mm, conductor of round shape;

1.3 Easy-to-connect combination screw matched with TU,
TO tap, and G mounting rail;

1.4 Standard: IEC60947-7-1.
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Serial Overall dimension Mounting
number i B C H rail
1 JF5-1.5/1 30 8 285 G
2 JF5-1.5/10 30 130 35 G
3 JF5-1.5/2 30 19.5 28 G
4 JF5-1.5/3 30 285 28 G
5 JF5-1.5/5 30 46.5 28 G
6 JF5-1.5/2L 18.5 17 11 G
7 JF5-1.5/3L 275 17 10 G
8 JF5-2.5/1 35 11 31 G
9 JF5-2.5/10 35 161 36 G
10 JF5-2.5/2 35 245 31 G
11 JF5-2.5/3 35 36 31 G
12 JF5-2.5/5 35 59 31 G
13 JF5-2.5/2L 19.5 18 10 G
14 JF5-2.5/3L 30 20 10 G
15 JF5-2.551/1 60.5 10.5 54 G
16 JF5-2.551/10 60 155 61 G
17
18 JF5-2.553/1 60.5 10.5 54 G
19 JF5-2.553/10 60 155 61 G
20 JF5-2.5RD/1 46 20 51.5 G
21 JF5-2.5RD/10 46 250 58 G
22 JF5-6/1 45 15 41 G
23 JF5-6/10 45 195 47 G
24 JF5-6/2 44 33 42 G
25 JF5-6/3 44 59 41 G
26 JF5-6/5 46 80 44 G
27 JF5-10/1 50 17 475 G
28 JF5-10/10 50 225 54 G
29 JF5-10/2 50 38 48 G
30 JF5-10/5 50 91 48 G
31 JF5-25/1 59 215 50 G
32 JF5-25/10 59 26.5 55 G
33 JF5-25/2 59.5 50 50 G
34 JF5-1.58 31 1 30 G
JF5-2.58 36.5 1 52 G

> >> 0-152



	页 1
	页 2

